FLOOR BEAM

DRILLED INTO BEAM/SLAB 3"
%R FeR WITH EPOXY
i i \ EXISTING CONCRETE

» -
12mm DIA@12"0C— |P 9 |
DRILL & EPOXY INTO | |b < SHEAR WALL " 16-16mm @

EXCONCSLAB(FOR | || o || NEW STRENGTHENING PART < —10mm Btie @ 4" clc
ALLEXISTING SLAB) I ] B 1 10mm @ DRILLED INTO COLUMN (3")
EX CONC SLAB L | : 4 WITH EPOXY
REMOVE EXISTING PLASTER, ROUGHEN TO A o A
4 e= 1" AMPLITUDE, AND CLEAN SURFACE PRIOR I
3 | TOPOURING NEW CONCRETE _r M_ EXISTING COLUMN
1 ] L ]
| ° °
16"
» o
FROM BASE TO TOP
» L
NOTE:
12mm DIA@12°0C — |[ 9 1.EPOXY SHOULD BE USED AS FOR ANCHOR
DRILL&EPOXYINTO || J GB ADHESIVE.
EX CONC BEAM (FOR 2 BONDING AGENT SHOULD BE USED FOR BONDING
ALLEXISTINGBEAM)  [L d BETWEEN OLD & NEW CONCRETE.
VA 3.MICRO - CONCRETE IS PREFERRED AS NEW
CONCRETE.
TYP WALL SECTION @ EX STRUCTURE
SECTION @ EX STRUCTY 16mm @ 4" G/ TOP & BOT BOTH WAY 4.CONCRETE SURFACE OF EXISTING COLUMN MUST

BE CLEANED BEFORE PLACING NEW CONCRETE.

STRENGTHENING DETAILS
FOR TWO PORCH COLUMN
1 %
NEW SHARE WALL 12mm DIA @6" G/C DRILL &
EPOXY INTO EX CONC
FOUNDATION
DOWELS FOR SPLICING OF
VERTICAL WALL
REINFORECEMENT (TYPICAL
I FOR ALL NEW CONCRETE
] WALL)
B 1 ) SHEAR WALL
M AS PER PLAN
EXISTING COLUMN
gt | . PILE CAP REMOVE EX PLASTER AND CLEAN SURFACE
PRIOR TO POURING NEW CONCRETE
12mm DIA @12" 0C
DRILL & EPOXY INTO N
EX CONC COLUMN
(TYPICAL FOR ALL NEW CONCRETE WALL) g sTe
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